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CHRISTCHURCH CITY COUNCIL AND TE RŪNANGA O NGĀI TAHU  

AGREED CHANGES - STORMWATER  
 
 

Rules 15.6.3.6 Note 1, 16.2.3.6 Note 
2, 16.2.5.2.3 Note 1, 16.2.9.2.2 Note 
1, 16.3.3.6 Note 2, 16.4.3.7 Note 2, 
Landscaped areas 

Stormwater facilities shall be incorporated into any 
development to achieve effective stormwater 
management and to protect groundwater. Where 
practicable, [Christchurch City Council, #310, p159, 
160/ para. 32]. The stormwater facilities, which 
support multiple values such as stormwater retention, 
water quality treatment, biodiversity enhancement, 
Ngāi Tahu/ manawhenua values and landscape 
amenity, should be incorporated into landscaped 
areas, where practicable, to achieve effective 
stormwater management and the protection of 
groundwater in an integrated manner.  Stormwater 
detention or treatment sites or treatment facilities 
should be separated from natural waterways with 
vegetated buffers to ensure stormwater is filtered 
through or detained within the treatment sites 
treated before it is discharged into natural 
waterways or natural wetlands. 

 
Rule 15.2.4.3.2 a. Whether any proposed signage, building colours or 

fences associated with development will adversely 
impact on the natural character and values of the 
Styx River.  

b. The visual appearance and attractiveness of the 
development. 

c. The extent to which stormwater management and 
design is integrated into the development the 
development is consistent with the Styx 
River/Purakaunui Area Stormwater Management 
Plan  

 
Rule 15.3.4.3.1 g.  The extent to which stormwater treatment areas are 

separated from natural water bodies to avoid the 
direct discharge of stormwater into natural 
waterbodies and integrated with open space. 
 

Rule 15.8.3.8 v. impacts on the ability to manage stormwater on 
the site where connection to a catchment based 
stormwater treatment system is not available.  

 

16.2.5.2.3 If the note is re-inserted the amendments from Chapter 
15 should follow through: 

Stormwater facilities shall be incorporated into any 
development to achieve effective stormwater 
management and to protect groundwater. Where 
practicable, [Christchurch City Council, #310, p159, 
160/ para. 32]. The stormwater facilities, which 
support multiple values such as stormwater retention, 
water quality treatment, biodiversity enhancement, 
Ngāi Tahu/ manawhenua values and landscape 
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amenity, should be incorporated into landscaped 
areas, where practicable, to achieve effective 
stormwater management and the protection of 
groundwater in an integrated manner.  Stormwater 
detention or treatment sites or treatment facilities 
should be separated from natural waterways with 
vegetated buffers to ensure stormwater is filtered 
through or detained within the treatment sites 
treated before it is discharged into natural 
waterways or natural wetlands. 

 

 
 


